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The following standerd mekes of wire, cable and flexible cord ere used in the USSR

"ER-380" = pubber wire, This wire hes a gingle, tin-plated copper core, & covering
c:boloczb.lqg7r of vulcenized rubber, taping of rubbsrized tape, and braiding of
cotton or linen yarn impregnated with an inguleting compound, The following
gauges have besn established fur wire corss (in squars millimeters)s 0,75, 1.0,
1.5, 2.5, 4.0, 6.0, 10, 16, 25, 35, 50, 70, 95, 120, 150, 185, 240, 300, 400,

The wire is used with a rated voltags of 380 volts, inside heated end non-hested
buildings as well as outside,

"PR-500" = rubber wire, This wirs has a single, tin~-plated copper core, & two=-
layer covering of vuleanized rubbsr, wrapping of rubberized tape, breiding of
cotton or linen yern, impregnated with an inaulating compound, The gauges of
"PR-500" wire ers the same as thoss of "PR~380" wire. The wire is used with a
rated voltage of 500 volts in heated and unheated buildings, outside and also in
demp buildings. It is run on rollers, insulators, wooden clampa, in ebonite
tubes and in gas pipes,

"PRG-500" - flexible rubber wirs, This wire has a single copper core mede of fine
tin-plated wires, & solid covering of vulcanized rubber, taping of rubberiged
cotton - yarn tape, btraiding of cctton or linen yern impregnated with an ineulating
compound, The gauges of "PRG-500" wire ars the sams as for "PR-380" and "PR-500"
wire, It 1s used in heated, unhested and damp bulldings, outeide, and alsc as &
welding cable, with a rated voltege of 500 volts,
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"ShR-500% ' "ShR~220" — rubber flexible cord. These cords have a flexible copper
core of fine tin-plated wires, a solid covering of vulcanized rubber, taping of
cotton yarn, and traiding of cotton thread. Two cores are twisted together,

The following gauges have been estsblished for flexible cord, in squere milli~
meters: 0,5, 0,75, 1.0, 1.5, 2.5, 4.0, 6,0, Flexible cords are used in normal
heated and unheated buildings, with e rated voltege of 500 and 220 volts,

Flexible cables are run on pdrcelain rollers, cr, on wooden cleats.

"ShRPS" - rubber cord., This cord hes e flexible copper core of fine tin-plated
wires, The rubber-insulated cord is in a shielded rubber hose of average
firmess. The gauges of this cord ere the same &s those of "ShR-500" end
"ShR-280" cords. It is used, with & rated voltage of 380 wolts, for portable
eleotrical apparatuses, both indoors and outdoors, e g, for slectric tools,

"FRD" - double~-cors rubber wire., This wirse which is similar to flexible cord has
two rubber-insulated flexible copper cores., The wire iz used in normal hested
and non-heated buildings, with a rated voltage of 220 volts. It is run on
poroslain rollers or wooden cleata.

"SBG" ~ cable, - This cable is pingle-core, lead-coated, asphalted and ermored.
The outer protmctivs sheathe is made of bituminous compound. The following
gauges have been established for this oable, 1n squere millimeters: 1.5, 2.5,
4, 6, 10, 16, 25, 35,50, 70, 95, 120, 150, 185, 240, 300, 400, 500, 625, 800,
1000, * The cable is used for installation in the ground, in nermal soils, with
& rated voltage of 10,000 volts., x

"SAD" - cable, This ceble ia single-cors, lead-coated, asphalted and armored
with en‘extre outer protective sheath, The gauges of the cable are the same .as
those established for "SBG' cable. It is used for installation in the ground, in
normal soils a8 well as in solls of high dampness, in alkeline or ecid milieux,
angtin explosion-pronf and fire-proof bulldings, with « rated voltage of 10,000
volte,

i

- "NER" -oabls. Thie is ‘e single-core cabls. Rubber insulstion in its covering
" protects the .cable from csustic gapses or vepors without an exiernal shen'h, The

- gauges of the cable ere the same as thoss esteblished for the above-mentioned
~mekes’ of .cabla, The ceble is used for installstion in duots and oconduita
uncovered ‘in bulldings (ineluding those whers there ars gasaes and vapovﬂj,

- outaide of buildings, and on surfaces, with a rated voltage of 1,000 volts,
10,

"VRG" cable, This is s single-core rubber-insulated csble in a fire-resistent
‘cover without an extermal sheath, The geuges of the ceble are the same s those
established 'for the above-mentioned mekes of cable. The cable iz used, with a
‘rated voltsge of 1,000 volts, for instellation in duots, conduite, and uncovered
in/bulldings. inoluding those which are not fire-proof. .

"KRPG" oable. This osbls hes & copper-core, is rubber~insulated flexible cable
in & heevy rubber hose. Geuges of the cuble ars the same as those established for

- the above-mentioned cables, It ls used for portable slectric instruments.snd

walding equipment, with a rated voltage of 1000 volts. .

TKRPTY cable, Thié is & rubbsr-insulateu multi~vore cebls in & heavy hose, It
1s used, with e rated voltage of 380 volte for welding work. .o
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